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RD-10 STAGE 1

Competition Subweofer

500 RMS 10" SUBWOOFER

High quality non-pressed paper cone
Aluminum Die-casting basket

High temperature 2.5 inch ASV Voice Coil
Magnet: 500Z*2

Dual 2 ohm voice coils

Frequency response: 50-1000HZ
Sensitivity: 90dB
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RD-10 STAGE 2

Competition Subwoofer

1000 RMS 10" SUBWOOFER

High quality non-pressed paper cone
Aluminum Die-casting basket

High temperature 3.0 inch BASV Voice Coil
Magnet: 750Z*3

Dual 2 ohm voice coils

Frequency response: 35-800HZ
Sensitivity: 89dB
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RD-10 STAGE 3 RD-12 STAGE 3

Competition Subweofer

® 1200 RMS 10" SUBWOOFER

® High quality non-pressed paper cone with synthetic fiber
® Aluminum Die-casting basket

e High temperature CCAW 3.0 inch BASV Voice Coil

e Magnet: 1000Z2*3

e Dual 2 ohm voice coils

e Frequency response: 25-800HZ

e Sensitivity: 88dB
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RD-12 STAGE 1

Competition Subweoefer

® 600 RMS 12" SUBWOOFER

® High quality non-pressed paper cone

® Aluminum Die-casting basket

e High temperature 3.0 inch ASV Voice Coil
e Magnet: 500Z*2

e Dual 2 ohm voice coils

e Frequency response: 40-900HZ

e Sensitivity: 90dB
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RD-12 STAGE 2

Competition Subweofer

1200 RMS 12” SUBWOOFER

High quality non-pressed paper cone
Aluminum Die-casting basket

High temperature 3.0 inch BASV Voice Coil
Magnet: 750Z*3

Dual 2 ohm voice coils

Frequency response: 30-800HZ
Sensitivity: 89dB
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Competition Subweofer

1500 RMS 12" SUBWOOFER

High quality non-pressed paper cone with synthetic fiber
Aluminum Die-casting basket

High temperature CCAW 3.5 inch B ASV Voice Coil
Magnet: 1000Z*3

Dual 2 ohm voice coils

Frequency response: 25-800HZ

Sensitivity: 88dB
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RD -15STAGE 1

Competitien Subweefer

1000 RMS 15" SUBWOOFER

High quality non-pressed paper cone
Aluminum Die-casting basket

High temperature 3.0 inch ASV Voice Coil
Magnet: 7502*2

Dual 2 ohm voice coils

Frequency response: 35-800HZ
Sensitivity: 90dB
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RD-15STAGE 2

Competition Subweefer

1500 RMS 15" SUBWOOFER

High quality non-pressed paper cone
Aluminum Die-casting basket

High temperature 3.5 inch BASV Voice Coil
Magnet: 7502*3

Dual 2 ohm voice coils

Frequency response: 30-800HZ
Sensitivity: 89dB
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RD-15STAGE 3

Competition Subweofer

1800 RMS 15" SUBWOOFER

High quality non-pressed paper cone with synthetic fiber
Aluminum Die-casting basket

High temperature CCAW 4.0 inch BASV Voice Coil
Magnet: 1000Z*3

Dual 2 ohm voice coils

Frequency response: 20-800HZ

Sensitivity: 88dB
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